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- zcodec name="Codec_02">
qarfle}charFllez.]arﬂ:fJarﬂe:=

zclass =Codec2.cl
encodeRuleName?2"

- zencoderule na
- <testcase Mame="tc001" Module="TestCases": Zencgde Message[ype

n</encodemessagetypex=

— <tsiPorts Hecodemessagetype>MessageType2De</decodemessagetype>
-::name::-nameDfCA4th|5TSIl]2::,-’narne:=- qencnderulep
- <encodeR - {l'b_} o ] _
<encodefencodeRuleName?2 fefcode = <jarfile >LibFile4CDO3.jar</jarfile >
< N — <jarfile =LibFile4CD04.jar </jarfile >
<typ pex </lib=
</tsiPort= </codec>

zftestcase=

<SA name="SA_02">
sarfile =salarFile2.jar</jarfile >

zcla saClass?.class </class =
<porttype=-typeNameOfthisPortD2 §/porttype =
- <lib=

<jarfile >dependentlarFile.jar</jarfile
<jarfile =dependentlarFile2.jar</jarfile >
</lib=
</SA=
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al &
SUT TCP UDP HTTP
module TCPTest UDPTest HTTPTest

TSIPortName tcpSystemPort udpSystemPort httpPortArray

type TCP UDP HTTP
encodeRules TCPCodec UDPCodec HTTPCodec

SA TCP_TA.jar UDP_TA. jar HTTP_TA.jar

/ITCPTestAdapter /UDPTestAdapter /HTTPTestAdapter
ch TCP_Codec.jar UDP_Codec.jar HTTP_Codec.jar
/ITCPCodec /UDPCodec /HTTPCodec




P1B@3ITCP
21 :=89:=39_486 = tcp_tc —> pass|

21 =899 =29 _4806 = starting test case “"udp_toc”

—> =

UDPTestAdapte»:- Sending <to:=z ~127_@_@a_1>

ABx>xxAE@A Ax>A1 B>x@BEa AxAa-a
Bxxd @ Bl @ @13 @13

UDPTestAdapte» = Received < 8 byutes >

AxAAa #AxAEil Ax>AE|a AxiAaa
Brxd1E@ @Bx1E@3 Bx1E8 @Bx10
21 89939 . 2968 = wdp_toc —> passl

Total nmnumberxr of executed test cases
Mo ree =
s s =
imnconoc =
Fails=

B R~ B~ =

SEOWE
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